
 

DFG-30010 

 

Tools Needed: 

 T-30 Torx 

 T-25 Torx 

 T-20 Torx 

 Flat Head Screw Driver 

 7mm Socket 

 8mm Socket 

 10mm ratcheting wrench 

 

*Note* This can be a time consuming install due to the tight spaces.  Please allow yourself adequate time to install 

this part.  

*Installation is on a 2015 GTI*  

 
 

 

 

 

 
 

 



Stock Throttle Pipe Removal: 
1. Properly secure your car on jack stands as you need to remove the splash guard. 

2. Now move underneath the car and remove the splash guard that is held on my (8) T25 torx : 

 
3. Now Locate the stock throttle pipe and unclip the coolant hose 

 
 



4. Locate the T-30 screw located behind the coolant hose clip 

 
5. Remove the T-30 screw from the engine block 

 
 

 



6. Remove the lower intercooler piping with a flat head screw driver 

 
7. Locate the MAP sensor 

 
 

 

 

 

 



8. Now Unplug the MAP sensor 

 
9. Locate & remove the T-30 screw located behind the MAP sensor. 

 
 

 

 

 

 

 



10. Move to the top of the motor and loosen the clamp holding the stock throttle pipe to the throttle body.  

 
11. Now remove the stock throttle pipe 

12. Remove the MAP sensor from the stock pipe using a T-20 socket. Pull the sensor slowly straight up until it is 

removed 

13. Install the MAP sensor onto the DFG Tuning throttle pipe as shown below. Use the longer bolts included in the kit 

to re-install the MAP sensor.  

 
 

 

 



 

14. Tighten down the water/meth block off screw until it is flush.  

 
15. Now install the supplied clamps onto the silicone hose as shown below. Make sure they are snug but not overly 

tight so you can adjust them once the hose is in place. 

 
 

 

 



DFG Tuning Throttle Pipe Installation: 
 

16. Now install the silicone as shown below:  

 
a. If you have trouble getting the silicone hose over the throttle body, unclipping the throttle body connector 

will help create more space.  

 
 

 

 



 

 

 

17.   Now install the 10mm bolt into the position shown below. 

 
18. Now slide the remaining aluminum DFG pipe into the hose you installed in step 16. It should be oriented like the 

photo below. The MAP sensor should be on the bottom of the pipe. 

 

 



 

 

19. Tighten the 8mm hose clamp on the bottom of the silicone pipe and slide the hanger onto the 10mm bolt you 

installed in step 17 as shown below. Leave the 10mm bolt loose as you will tighten it once everything is together. 

 
20. Now plug in the MAP sensor connector.  

 
 

 

 

 

 



 

 

 

 

21. Now slide the stock intercooler piping over the new DFG Tuning throttle pipe and tighten down the hose clamp.  

*note* this can take some force 

 
22. Now tighten the 10mm bolt with a ratchetting wrench. 

 
 

 



 

 

 

 

 

23. Re install the splash guard using the (8) torx screws 

 
 

Go and Enjoy!  
 


